
1Disconnecting

When a tank is empty, a red ‘X’ will display  
For example, Tank B below is empty while 
Tank A is currently supplying the system.

Close the respective CO2 cylinder  
by turning knob clockwise fully  
with wrench provided in drawer.
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Remove the CO2 fitting from the CO2 
cylinder by turning it counter-clockwise fully. 
Air is expected to be released and heard 
from the CO2 fitting.
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Changing CO2 (4.5L E-Size) Tank: 
Step-by-Step Guide 

Unlatch the black clamps holding  
the CO2 cylinder in the bracket  
and remove CO2 cylinder.
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See Page 2 for Connecting >
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For complete indications, contraindications, warnings, precautions, and adverse reactions, please reference full package insert.

Disclosure
The NeuWave™ Microwave Ablation System and Accessories are indicated for the ablation (coagulation) of soft tissue in percutaneous, open 
surgical and in conjunction with laparoscopic surgical settings, including the partial or complete ablation of non-resectable liver tumors. The 
NeuWave™ Microwave Ablation System and Accessories are not indicated for use in cardiac procedures. The system is designed for facility  
use and should only be used under the orders of a clinician.

2Connecting

Place CO2 cylinder in the cylinder  
bracket. Ensure the cylinder valve  
opening is facing the cart.

1

Secure cylinder by connecting  
both black clamps.2

Connect the CO2 fitting to the tank  
and turn it clockwise until tight.3

Fully open the CO2 cylinder by utilizing  
the wrench provided in the drawer.4

Empty tank should restore back to  
green as indicated below.5


